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2 x M6x10 Bolts

2 x M8x30 Bolts

1 x M001-624 - Bracket1 x M001-605

1 x Door

1 x Door Frame

Assembly parts
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PARTS LIST

DESCRIPTIONPART NUMBERQTYITEM

Door frameA003-014-xxx-211

DoorA003-014-xxx-112

BracketM001-60513

BracketM001-62414

BoltM005-21625

BoltM005-51826

With handleLocking system17

Spacing plateM005-60418

Mounting example for left hinged - Inward swing
Pos 8 is to be mounted inside the lock, between the lock
and the doorframe.

Remounting example for left hinged - Outward swing
(Flip bracket 3 & 4 to the opposite side & remount)
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1. If a right hingede door is needed

take the door off, and rotate it 180°

as seen above.

2. Next, flip the naked frame, 180°

so that the hinges are now on the right side,

as seen above.

3. Remount door

*Continues on next page*
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PARTS LIST

DESCRIPTIONPART NUMBERQTYITEM

Door frameA003-014-xxx-211

DoorA003-014-xxx-112

BracketM001-60513

BracketM001-62414

BoltM005-21625

BoltM005-51826

With handleLocking system17

Spacing plateM005-60418

4. As you can see, the lock and handle is now wrong.

we need to flip the lock aswell.

5. Unscrew the locking system, rotate i 180° as shown

then remount it. Pos. 3 & Pos. 8 is symetrical and fits any

assembly method.

Finish by remounting handles as shown on page 2.

*For details on inward/outward closing please see page 2*
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View A

A

PARTS LIST

PART NUMBERQTYITEM

A003-047-111

A003-047 H240012

M001-29143

M001-28944
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Instructions
1. Mount the top-net (Pos. 2) with the M8 flange bolt
and M8 Spacer (Pos. 3 & 4)
2. For further details on door assembly
please see previous pages. 
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